





GENERAL SPECIFICATIONS

Equipment Type Acceptance VHF UHF 700 MHz 800 MHz

FCC 136 — 174 MHz 380-406 MHz 764-776 MHz 806-824 MHz
406.1512 MHz 794-806 MHz 851-869 MHz
LO6-DVRSVHF LO6-DVRSUHF LO6-DVRS700 LOB6-DVRS800

Industry Canada 138 — 174 MHz 406.1-430MHz 768-776 MHz 806-824 MHz
450-470MHz 798-806 MHz 851-869 MHz
2098B-DVRSVHF  2098B-DVRSUHF 2098B-DVRS700 2098B-DVRS800

Transmitter Specifications VHF UHF 700 MHz 800 MHz

Frequency Band [MHz] 136 — 174 MHz 380-430 MHz 764-776 MHz 851-869 MHz
450-470 MHz
470-512 MHz

Power Output @ Antenna Port 10 W (programmable per channel from 1W to 10W)

CTC Option 15 sec to 15 min or Disabled

Max Spurious Output -20dBm

Frequency Stability +/- 1.5ppm

FM Hum and Noise 12.5/25 kHz 37dB /43 dB

Audio Response +1, -3 dB of 6 dB / octave pre-emphasis characteristic over 300 Hz — 3 kHz

Audio Distortion <2%

Receiver Specifications VHF UHF 700 MHz 800 MHz

Frequency Band [MHz] 136 — 174 MHz 380-430 MHz 794-806 MHz 806-824 MHz
450-470 MHz 764-776 MHz 851-869 MHz
470-512 MHz

Receiver Sensitivity -115 dBm

Frequency Stability +- 1.5 ppm

Selectivity 12.5 / 25 kHz 60 dB /75 dB

Intermodulation 70 dB

Deviation 12.5 / 25 kHz +/-2.5 kHz / +/-5 kHz

FM Hum and Noise 12.5 / 25 kHz 37dB/43dB

Audio Output (Repeater Detect Audio) 600 mV RMS nominal, flat response

Audio Response +1, -3 dB of 6 dB / octave de-emphasis characteristic over 300 Hz — 3 kHz
Audio Distortion <2%
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GENERAL SPECIFICATIONS

Optional Battery Pack and Charger for Transportable DVRS Specifications

Backup Time for DVRS

(50:50 Tx-Rx Duty Ratio, with New Batteries)

Dimensions Height / Width / Depth
Battery Pack
Battery Charger

Weight

Battery Pack

Battery Charger

Battery Charger Input Voltage
Battery Pack Output Voltage Range

Charging Temperature

Operating Temperature

Storage Temperature

Charger Output DC Fuse
(Reverse DC Polarity Protection)

Charger Compliance

Charger DC Plug Compliance

Connectors

Battery Pack DC Output
Charger AC Input
Charger DC Output

Charging Time
Float Charge

Note: Specifications are subject to change without notice
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2 hrs

245mm (9.65”) / 280mm (11.0”) / 175mm (6.9”)
51mm (2.0") / 127mm (5.0”) / 124.5mm (4.9")

13.0kg (28.51b)
1.8kg (4.0Ib)

100-132V AC, 50-60 or 220V AC, 50-60 Hz
10.9V DC - 13.8V DC

+20°C to +25°C (+68°F to +77°F)

-15°C to +50°C (+5°F to +122°F)
+25°C (+77°F)
7.5A, Automotive Blade Type, Fast Blow

CSA C22.2, UL 1236
MIL-C-5015

CA3102E16-118B, “MIL-C-5015" Bayonet
NEMA 5-15P Three Prong AC Plug
CA3106E16-11PB, “MIL-C-5015" Bayonet

10 hrs approx.
Required

DVRS Battery Pack
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